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44 The data listed above is approximate and subject to normal manufacturing tolerances. These constructions are subject to change without notice.
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PART
NUMBER

SIZE/NO.
OF CONDS. STRANDING JKT. O.D.

APPROX. WT.
LBS./M FT.

STANDARD
PUT-UP

APPROXIMATE DIMENSIONS

38498 18/3 16/.010 .045 .290 50 Long Length Reels
38499 18/5 16/.010 .045 .335 71 Long Length Reels
38500 18/6 16/.010 .045 .365 83 Long Length Reels
38501 18/8 16/.010 .045 .420 109 Long Length Reels
38502 18/10 16/.010 .045 .455 126 Long Length Reels
38503 18/12 16/.010 .045 .470 142 Long Length Reels
38629 18/14 16/.010 .045 .490 165 Long Length Reels
38504 18/16 16/.010 .045 .515 175 Long Length Reels
38630 18/19 16/.010 .060 .590 240 Long Length Reels
38505 18/24 16/.010 .060 .665 321 Long Length Reels
38506 18/37 16/.010 .060 .775 386 Long Length Reels

38486 16/2 19/.0117 .045 .295 51 Long Length Reels
38487 16/3 19/.0117 .045 .305 62 Long Length Reels
38488 16/4 19/.0117 .045 .335 77 Long Length Reels
38489 16/5 19/.0117 .045 .360 92 Long Length Reels
38490 16/6 19/.0117 .045 .390 107 Long Length Reels
38491 16/7 19/.0117 .045 .415 123 Long Length Reels
38492 16/8 19/.0117 .045 .450 137 Long Length Reels
38631 16/9 19/.0117 .045 .480 165 Long Length Reels
38484 16/10 19/.0117 .045 .490 165 Long Length Reels
38493 16/12 19/.0117 .045 .500 188 Long Length Reels
38632 16/14 19/.0117 .060 .555 240 Long Length Reels
38494 16/16 19/.0117 .060 .590 258 Long Length Reels
38495 16/19 19/.0117 .060 .630 296 Long Length Reels
38485 16/24 19/.0117 .060 .715 367 Long Length Reels
38496 16/30 19/.0117 .060 .750 432 Long Length Reels
38497 16/37 19/.0117 .080 .870 556 Long Length Reels

38509 14/3 19/.0147 .045 .340 84 Long Length Reels
38510 14/4 19/.0147 .045 .375 104 Long Length Reels
38511 14/5 19/.0147 .045 .410 127 Long Length Reels
38512 14/6 19/.0147 .045 .440 147 Long Length Reels
38634 14/8 19/.0147 .045 .510 200 Long Length Reels
38513 14/10 19/.0147 .060 .590 246 Long Length Reels
38635 14/12 19/.0147 .060 .605 290 Long Length Reels
38514 14/16 19/.0147 .060 .665 354 Long Length Reels
38638 14/24 19/.0147 .060 .820 510 Long Length Reels
38639 14/30 19/.0147 .080 .905 660 Long Length Reels
38640 14/37 19/.0147 .080 .990 785 Long Length Reels

38515 12/3 19/.0185 .045 .385 115 Long Length Reels
38516 12/4 19/.0185 .045 .420 146 Long Length Reels
38517 12/5 19/.0185 .045 .460 177 Long Length Reels
38518 12/6 19/.0185 .045 .500 209 Long Length Reels
38519 12/8 19/.0185 .060 .610 294 Long Length Reels
38642 12/12 19/.0185 .060 .685 395 Long Length Reels

American SDN • Small Diameter Flexible Control Cable • UL TC 90 °C Dry /75°C Wet
CSA CIC TC 90°C Dry/60°C Wet • 18 - 12 AWG • 600 Volts

DESCRIPTION:  Stranded bare copper, flame retardant polymer
insulation/nylon, low temperature black neoprene jacket.
RATINGS:   UL listed Type TC, 600 volts, 90°C dry, 75°C wet,
IEEE-383 70,000 BTU. Also meets CSA FT4, and meets the

requirements of CSA Control Cable type CIC TC
90°C dry, 60°C wet, 600V.
COLOR CODE:  ICEA Method 1 table E-2.











